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C OL UMNS :  Wide F lange  F IR E  T E S T: AS T M E -119

C OL UMN S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W10 x 49 X -313 1 hr. 3/4 in.
 X -313 1-1/2 hrs. 1-1/4 in.
 X -313 2 hrs. 1-1/2 in.
 X -313 3 hrs. 2-1/2 in.
  
W12 x 120 X -313 4 hrs. 1-1/2 in.

B E AMS : R oof / C eiling (res trained & unres trained) F IR E  T E S T: AS T M E -119

B E AM S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W8 x 31 S-301 1 hr. 3/4 in.
 S-301 1-1/2 hrs. 3/4 in.
 S-301 2 hrs. (restrained) 3/4 in.
 S-301 2 hrs. (unrestrained) 1-5/8 in.
 S-301 3 hrs. (restrained) 1-5/8 in.

B E AMS : F loor / C eiling (res trained & unres trained) F IR E  T E S T: AS T M E -119

B E AM S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W8 x 31 N-307 1 hr. 3/4 in.
 N-307 1-1/2 hr.  3/4 in.
 N-307 2 hrs. (restrained) 3/4 in.
 N-307 2 hrs. (unrestrained) 1-5/8 in.
 N-307 3 hrs. (restrained) 1-5/8 in.

B E AMS : Unprotec ted R oof/C eiling (res trained & unres trained)            F IR E  T E S T: AS T M E -119
 
B E AM S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W8 x 31 P-930 1 hr. 3/4 in.
 P-930 1-1/2 hrs. 3/4 in.
 P-930 2 hrs. (restrained) 3/4 in.
 P-930 2 hrs. (unrestrained) 1-5/8 in.

B E AMS : P rotec ted R oof / C eiling (res trained & unres trained)               F IR E  T E S T: AS T M E -119

C OL UMN S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W8 x 31 P-302 1 hr. 1 in.

AS S E MB LY: F loor / C eiling (res trained)  F IR E  T E S T: AS T M E -119

C OL UMN S IZE  U.L . DE S IG N NO. HOUR LY  R AT ING  MAT E R IAL  T HIC K NE S S

W8 x 31 D-929 1 hr. 3/4 in.
 D-929 1-1/2 hr.  3/4 in.
 D-929 2 hrs. 3/4 in.
 D-929 3 hrs. 1-5/8 in.
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ASSEMBLY: Floor / Ceiling (unrestrained)  FIRE TEST: ASTM E-119

BEAM SIZE U.L. DESIGN NO. HOURLY RATING MATERIAL THICKNESS

W8 x 31 D-929 1 hr. 3/4 in.
 D-929 1-1/2 hr.  3/4 in.
 D-929 2 hrs. 1-5/8 in.

ASSEMBLY: Protected Floor / Ceiling (restrained & unrestrained)            FIRE TEST: ASTM E-119
 
BEAM  SIZE U.L. DESIGN NO. HOURLY RATING MATERIAL THICKNESS

W8 x 31 D-303 1 hr. 3/4 in.
 D-303 1-1/2 hr. 3/4 in.
 D-303 2 hr. (restrained) 3/4 in.
 D-303 2 hr. (unrestrained) 1-5/8 in.
 D-303 3 hr. (restrained) 1-5/8 in.

ASSEMBLY: Floor / Ceiling (restrained & unrestrained)               FIRE TEST: ASTM E-119

BEAM  SIZE U.L. DESIGN NO. HOURLY RATING MATERIAL THICKNESS

W8 x 31 G-301 3 hr. 1 in.   

ASSEMBLY: Protected Floor / Ceiling (restrained & unrestrained)            FIRE TEST: ASTM E-119
 
BEAM  SIZE U.L. DESIGN NO. HOURLY RATING MATERIAL THICKNESS

W8 x 31 J-301 1 hr. 3/4 in.
 J-301 1-1/2 hr. 3/4 in.
 J-301 2 hr. (restrained) 3/4 in.
 J-301 2 hr. (unrestrained) 1-5/8 in.
 J-301 3 hr. (restrained) 1-5/8 in.
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